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A. Preparation of GRs/IRs & Technical 

documents 

Following GRs/IRs and Technical documents 
issued: 
GRs  
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CDoT Access Network based on 256P RAX. 
SMSC for PSTN/ISDN. 
Multi wave Length Meter.  
UTP to Optical Converter.  
20m & 30m Narrow Base Light Weight 
Tower.  

IR  
IR for Coin Box Telephone including Table 
Top Type. 

Revised IRs  
Interworking between Basic Service 
Operator’s Switch and PSTN/ PLMN. 
Interworking between MSC of GSM Cellular 
Mobile Network and PSTN/ PLMN. 

Tests and Field trials 

Tests/field trials have been carried out for: 
Interworking of CDOT AN-RAX with 5ESS, 
EWSD & OCB 283 exchanges. 
Fibre Distribution Management System of 
M/s SRV Telecom Pvt. Ltd.  
Integrated FWT Model LSP-340 of M/s LG 
with 16 KHz metering pulse and display of 
metered units in built-in display unit.  
Integrated Media Gateway of M/s 121 
Transmatrix. 
Tensile Strength & Characteristics 
Impedance of Feeder Cable. 

Traffic Analysis and Report Compilation for 
EWSD exchanges.  IIMMPPOORRTTAANNTT  AACCTTIIVVIITTIIEESS  OOFF  TTEECC    

DDUURRIINNGG  TTHHEE  33rd  QQUUAARRTTEERR  OOFF  22000022  --  22000033 rd  
V-MUX of M/s Precision Electronics Ltd. 
VoIP equipment of M/s ITI. 
WLL CDMA equipment of M/s HFCL. 

Other Activ ities 

Manufacturer Forum conducted for 

- Digital Parameter of Low Speech Data 
Circuits 

- Electronic Telephone Instruments 

- Privately Owned PABX  

- Short Message Service Centre for SMS in 
PSTN/ISDN 

- SMS Phone for PSTN 

- Single Pair High Bit-Rate Digital Subscriber 
Line and Very High Bit-Rate Digital 
Subscriber Line 

- Telephone Call Simulator  

- Tester for measurement of Digital parameter 
of low speed data circuits 

- Videoconferencing service 

- 2-Line Feature Phone 

- 64 Kbps Line Drivers for use on 2 wire or 4 
wire or 2/4 wire basis IVRS 

- 64 Kbps Line Drivers for use on 2 Wire or 4 
Wire or 2/4 Wire basis Intrusion Detection 
System 

Field Support 

- Solution provided for interworking problem 
related to RBT on V5.2 for OCB283 and 
CorDect  
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