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FOREWORD 

Telecommunication Engineering Centre (TEC) is the technical arm 
of Department of Telecommunications (DOT), Government of India. 
Its activities include:

 Framing  of  TEC  Standards  for  Generic  Requirements  for  a 
Product/Equipment,  Standards for  Interface Requirements  for  a 
Product/Equipment,  Standards  for  Service  Requirements  & 
Standard document of TEC for Telecom Products and Services

 Formulation  of  Essential  Requirements  (ERs)  under  Mandatory 
Testing and Certification of Telecom Equipment (MTCTE)

 Field evaluation of Telecom Products and Systems
 Designation  of  Conformity  Assessment  Bodies  (CABs)/Testing 

facilities
 Testing & Certification of Telecom products
 Adoption of Standards 
 Support to DoT on technical/technology issues

For  the  purpose  of  testing,  four  Regional  Telecom  Engineering 
Centers (RTECs) have been established which are located at New 
Delhi, Bangalore, Mumbai, and Kolkata. 

ABSTRACT

This Test Guide of testing pertains to Test Schedule and Test 
procedures for Ethernet Electrical to Optical Media Converter.
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A. INTRODUCTION 
 

This  document  enumerates  detailed  test  schedule  and  procedure  for 
evaluating  conformance/functionality/  requirements/  performance  of  the 
Ethernet Electrical to Optical Media Converter  to be deployed-in or 
implemented through Indian Telecom Network. 

B. HISTORY SHEET  
 

Sl. 
No.

Standard No. Title Remarks

1. TSTP/TEC/GR/IT/EOC001/04/
SEP 2014

TSTP  for  Ethernet 
Electrical to Optical Media 
Converter

Issue No. 1

2. TEC 48081:2025 Test  Guide  for  Ethernet 
Electrical to Optical Media 
Converter

Issue No. 2, 
Conversion 
of TSTP to 
Test Guide
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C. General information: 
Sl.
No.

General Information Details
(to be filled by testing team)

1 Name and Address of the
Applicant

2 Date of Registration

3 Name and No. of
GR/IR/Applicant’s Spec. against 
which the approval sought

4 Details of Equipment

Type of Equipment Model No. Serial No.

(i)

(ii)

5 Any other relevant
Information:-

D. Testing team: (to be filled by testing team) 

S No. Name Designation Organization Signature

TEC 48081:2025 6
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1.

2.

E. List of the Test Instruments: 

S No.  Name of the test instrument Make /Model
(to be filled by 
testing team)

Validity of 
calibration

(to be filled by 
testing team)

 1. PC / Laptop dd/mm/yyy

 2 Oscilloscope or network Analyser

 3 Ethernet parameters measurement 
test Jig / Fixture

 4 Optical Power Meter

 5 Optical spectrum Analyser or Digital 
Communication Analyser

 6 Optical Attenuator

 7 SDH Network Analyser,
Optical Splitter
OR
SDH Analyser with POS capability

 8 PDH / SDH Performance Analyser
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F. Equipment Configuration Offered: (to be filled by testing 
team) 

(a)<Equipment/product name> Configuration:  
S No. Item Details Remarks

Relevant information like No. of cards, ports, slots, interfaces, size etc. may be 
filled as applicable for the product 

(b) <Other equipment name> Configuration: 
S No. Item Details Remarks

Relevant information like No. of cards, ports, slots, interfaces, size etc. may be 
filled as applicable for the product 

 
 
G. Equipment/System Manuals: (to be filled by testing team) 
Availability of Maintenance manuals, Installation manual, Repair manual & 
User Manual etc.(Y/N)
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H. Clause-wise Test Type and Test No.: - 
Cl. 
No

 Sub  
Cl.

Clause Type of Test
Compliance

Physical Check /
Declaration / 
Documentation/ 
Report from 
Accredited Test 
Lab / Functional
Verification / 
Information / Lab 
Test (Test 
Reference)

Complied / 
Not
Complied /
Submitted / 
Not
Submitted / 
Not
Applicable
(Indicate 
Annexure 
No for Test 
Results)

1.0 Introduction Information

1.1 This  document  lays  down  the  Generic 
requirements  for  all  types  of  Ethernet 
Electrical to Optical Media Converters to be 
used  to  interface  with  service  provider’s 
network.  The  Interface  converter  shall  be 
deployed at the customer premises only.

Information

 1.2 Wherever, the standardized documents like 
ITU-T,  IEEE,  QA  and  TEC  documents  are 
referred, the latest issue and number with 
the amendments shall be applicable.

Information

2.0 Description Information

2.1 Ethernet  Electrical  to  Optical  Media 
Converter  is  a  device  that  converts  an 
Ethernet  UTP  electrical  signal  into  light 
signals  for  transmission  over  fiber  optic 
cable. It is used to link Ethernet switches or 
workstations and extends LAN segments or 
connecting  two  Ethernet  segments  via 
single mode or multimode fiber cable.

Information

2.2 This  Media  converter  is  a  device  that 
provides  cabling  flexibility  and  network 
distance  flexibility.  LANs  can  easily  be 
extended to remote locations.

Information

2.3 The functional reference model of Interface 
converter is as shown in Fig. 1

Declaration
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3.0 Functional  /  Operational 
Requirements:-

Information

3.1 General features:
Ethernet  Electrical  to  Optical  Media 
Converter  shall  support  the  following 
General features

Information

3.1.1 It shall provide Ethernet Electrical to Fiber 
conversion.

Lab  test  - 
Refer test No. 
2  of 
Compendium

3.1.2 It shall  support single mode or multimode 
fiber.

Lab test. Refer 
test  No.  12 
(spectrum)  of 
Compendium

3.1.3 It  shall  support  full  /  half  /  auto  duplex 
mode of communication.

Functional 
verification

3.1.4 It shall support slide switch for UTP Uplink 
or Down link.

Functional 
verification

3.1.5 It  shall  support  Automatic  UTP  polarity 
correction.

Functional 
verification

3.1.6

It shall support data rate 100 Mbps or more 
for interfaces of 100 Mbps or more speeds.

Functional 
verification 
using  FTP. 
Refer  test  No. 
2  for  setup of 
Compendium. 
FTP 
throughput 
shall  be 
minimum 80% 
of  the  rated 
throughput 
taking  into 
accountthe 
ethernet 
frame/IP 
overheads.

3.1.7 Delay time of Ethernet Electrical to Optical Functional 
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Media Converter shall be not more than 130 
n sec.

verification

3.1.8 It  shall  support  one of  the following wave length 
and distance.

Information

3.1.8.a

850 nm (Multimode)with minimum distance 
of 300 m.

Lab  test  - 
Refer  test  No. 
11, 12 & 13 of 
Compendium

3.1.8.b

1310  nm  (Single  Mode)  with  minimum 
distance of 20 km

Lab  test  - 
Refer  test  No. 
11, 12 & 13 of 
Compendium

3.1.8.c

1550  nm  (Single  Mode)  with  minimum 
distance of 40 km

Lab  test  - 
Refer  test  No. 
11, 12 & 13 of 
Compendium

Tendering authority shall indicate the exact 
requirement.

Information

3.1.9

It shall support a Bit Error Rate 1 in 109 or 
better.

Test  for  Bit 
Error  Rate  - 
Refer Test No. 
15  of 
Compendium

3.1.10

It  shall  support  in-band  management  via 
SNMP version 2, version 3 and  Telnet  SSH 
using Command Line Interface or Graphical 
User Interface.

Test  for 
Management 
Interface  - 
Refer Test No. 
19  of 
Compendium

3.2 Other features:- Declaration

3.2.1 Ethernet  Electrical  to  Optical  Media 
Converter  shall  support  at  least  following 
indications for monitoring as network status 
indicator:-

Information

a) DC Power Supply Indicator: This shall be 
steady  when  DC  power  available  to 
converter

Physical 
verification

b) Auto  Polarity  Indicator: Lit  when  the 
receive polarity is reversed

Physical 
verification

c) Link  Test  Fine  Indicator: This  shall  be 
steady when twisted pair or fiber optic link 
is properly connected

Physical 
verification

d) Collision Indicator: Blinks when a collision 
is detected

Physical 
verification

e) Optic Reception Indicator: Lit when the 
optical signal is received

Physical 
verification

f)
UTP Reception Indicator

Physical 
verification

TEC 48081:2025 11
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g) Activity  Indicator: Blinks  when  there  is 
activity on the connected port.

Physical 
verification

h)
UTP (Ethernet) Activity Indicator.

Physical 
verification

3.2.2 Power Supply: The Ethernet Electrical  to 
Optical  Media Converter shall  support any 
of the following powering arrangements be 
as follows:

Information

a)

AC  power  Supply: Directly  AC  power 
(Voltage  Range:  230V  +10%  or  –15%, 
frequency range: 50 Hz +/- 2 Hz)

Functional 
verification for 
voltage 
variation  and 
Declaration for 
frequency 
variation

b) DC supply: The equipment shall be able to 
powered on from a voltage source having 
nominal  voltage  of  –48  volt.  D.C.  with  a 
voltage variation of –40 to –57 volt.

Functional 
verification

Tendering authority shall indicate the exact 
requirement.

Information

3.2.3 Mounting  Arrangements: The  Ethernet 
Electrical  to Optical  Media Converter  shall 
be rack-mounted type that will fit into a 19” 
rack or can be standalone/table-top or wall 
mounted.

Physical 
Verification

3.3 Engineering Requirements: The Ethernet 
Electrical  to Optical  Media Converter  shall 
meet  the  following  engineering 
requirements:

Information

3.3.1 The equipment shall have: Information

a) Proper earthing arrangement Declaration

b) Protection  against  short  circuit  /  open 
circuit

Declaration

c)
Protection against accidental operations for 
all switches / controls provided in the front 
panel

Declaration

d) Protection against entry of dust, insects and 
lizards

Declaration

4.0 Interface Requirements:
Ethernet  Electrical  to  Optical  Media 
Converter shall support following interfaces:

Information

4.1 Electrical Interface:-
It shall support one or more of the following 
interface

Information

a) 10/100 Ethernet Electrical as per IEEE 802.3 Test for 
Ethernet 
Interface - 
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Refer Test No. 
10 of
Compendium

ab) 10/100/1000 Ethernet Electrical Interface as 
per
IEEE 802.3 (mandatory)

Test  for 
Ethernet
Interface  - 
Refer  Test  No. 
10 of
Compendium

c) 10Mbps Ethernet Electrical Interface as per 
IEEE
802.3

Test for 
Ethernet

Interface - 
Refer Test 
No. 10 of
Compendium

d) 100Mbps Ethernet Electrical Interface as 
per IEEE
802.3

Test for 
Ethernet

Interface - 
Refer Test 
No. 10 of
Compendium

e) 1000Mbps Ethernet Electrical  Interface as 
per IEEE
802.3

Test for 
Ethernet

Interface - 
Refer Test 
No. 10 of
Compendium

Note:   The  Ethernet  electrical  interfaces 
shall meet the Differential output voltage, 
AC  Differential  input  impedance  and 
Output Jitter tests as per IEEE 802.3.

Declaration

4.1.1 Connector:   RJ-45, 8-pin connector. Physical 
Verification

   4.1.2 Link Length:  100 meters or more. Physical 
Verification

Tendering authority shall indicate the exact 
requirement. Information

4.2 Fiber Optic Interface:-
It shall support one or more of the following 
interfaces:-

Information

a)
STM-1  optical  interface  for  Short  Haul 
operation  using  Monomode  or  Multimode 
laser diode as per Table 2/G.957.

Test  for 
output Power 
-  Refer  test 
No. 11 of
Compendium
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Test  for 
Wavelength
Ration  - 
Refer  Test 
No. 12 of
Compendium

Test  for 
Receiver
Senstivity  - 
Refer
Test  No.  13 
of 
Compendium

SDH 
interface test 
-  Refer  test 
No. 14 of the 
Compendium

e)

STM-1  optical  interface  for  Long  Haul 
operation  using  Monomode  or  Multimode 
laser diode as per Table 2/G.957.

Test  for 
output Power 
-  Refer  test 
No. 11 of
Compendium

Test  for 
Wavelength
Ration  - 
Refer  Test 
No. 12 of
Compendium

Test  for 
Receiver
Senstivity  - 
Refer
Test  No.  13 
of
Compendium

SDH 
interface test 
-  Refer  test 
No. 14 of the 
Compendium
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f)

100Base_FX as per IEEE 802.3 Section 2.

Test  for 
output Power 
-  Refer  test 
No. 11 of
Compendium

Test  for 
Wavelength
Ration  - 
Refer  Test 
No. 12 of
Compendium

Test  for 
Receiver
Senstivity  - 
Refer
Test  No.  13 
of
Compendium

d)

1000Base_X i.e.  1000Base_LX  (Long  wave 
length lesser) as per IEEE 802.3 section 3

Test  for 
output Power 
Refer  test 
No.  11  of 
Compendium

Test  for 
Wavelength
Ration  - 
Refer  Test 
No.  12 of
Compendium

Test  for 
Receiver
Senstivity  - 
Refer
Test  No.  13 
of
Compendium

e)

1000Base_SX (Short wave length lesser) as 
per IEEE 802.3 section 3.

Lab.  Test  - 
Refer
Test  No.  11, 
12  &  13  of 
Compendium

Note:  The optical  output power,  extinction 
ratio,  spectrum and  receiver  sensitivity  of 
the STM-1 optical interfaces shall be as per 
G.957  and  the  Ethernet  optical  interfaces 
shall be as per IEEE 802.3.

       
Declaration
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4.2.1 Connector: ST and or SC or FC / LC Type Physical 
Verification

Tendering authority shall indicate the exact 
requirement.

Information

4.2.2 It  shall  support a local USB port/  Ethernet 
port for debugging the Electrical to optical 
conversion devices.

Physical 
Verification

5.0 Quality  Requirements  (QR): The 
Ethernet  Electrical   to  Optical  Media 
Converter  shall  meet  the  following 
qualitative requirements:

Information

5.1 The  manufacturer  shall  furnish  the  MTBF 
value.  Minimum  value  of  MTBF  shall  be 
specified by the purchaser. The calculations 
shall  be based on the guidelines given in 
either  QA document No.  QM-115 {January 
1997} "Reliability Methods and Predictions" 
or  any other  international  standards   The 
supplier  /  manufacturer  shall  manufacture 
with  international  quality  standards  ISO 
9002 or later,  for  which the manufacturer 
shall  be duly accredited.  The  quality  plan 
describing  the  quality  assurance  system 
followed by the manufacturer shall conform 
to  the  guidelines  given  by  CGM QA  from 
time to time and shall be submitted.

Declaration

5.2 The  equipment  shall  be  manufactured  in 
accordance  with  international  quality 
management system ISO 9001:2015 or any 
other  equivalent  ISO  certificate  for  which 
the  manufacturer  should  be  duly 
accredited.  A  quality  plan  describing  the 
quality  assurance system followed by the 
manufacturer  would  be  required  to  be 
submitted    The  equipments  locally 
manufactured  in  India  shall  be  as  per 
guidelines  issued  by  Chief  General 
Manager,  Quality  Assurance  Wing  of  the 
BSNL  vide  Documents  No.  QM  118,  QM 
205,  QM  206,  QM  210,  QM  301  and  SD 
(QM) – 333 March 2010.

Declaration

5.3 The  equipment  shall  conform  to  the 
requirements for Environment specified in 
TEC QA standards QM-333 {Issue- March, 
2010}(TEC  14016:2010)  "Standard  for 
Environmental  testing  of 
Telecommunication  Equipments”  or  any 
other  equivalent  international  standard, 
for operation, transportation and storage. 
The applicable environmental category A 
or B to be decided by the purchaser based 

Declaration
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on  the  use  case.  The  equipment  shall 
meet the environmental requirements as 
per category A of  SD (QM) – 333 March 
2010.

5.4 All components used should be as per QM – 
324.  It  may be ensured that  use of  non-
chinese components is  a part of  QM-324. 
All  components  used  shall  be  as  per 
approval procedures prescribed by BSNL in 
document QA

QM – 324

Declaration

5.5 Marking  and  identification  of  the 
equipment,  sub  assemblies,  PCBs  etc. 
shall  be  as  per  guidelines  given  in  para 
51.17  Quality  Assurance  Telecom 
Document QM 351 / issue 2 / Jan.’95.

Declaration

5.6 The  MTBF  (Mean  Time  Between  Failure) 
and  MTTR  (Mean  Time  To  Restore) 
predicted  and  the  manufacturer  shall 
furnish  observed  values  along  with 
calculations.

Declaration

6.0 EMI/EMC Requirements Certificate 
from 
accredited test 
lab.

7.0 Safety Requirements Information

The equipment shall conform to relevant safety 
requirements  as  per  IS/IEC  62368-1:2018  or 
Latest  as  prescribed  under  Table  no.  1  of  the 
TEC  document  ‘SAFETY  REQUIREMENTS  OF 
TELECOMMUNICATION  EQUIPMENT”: 
TEC10009:  2024.  The  manufacturer/supplier 
shall  submit  a  certificate  in  respect  of 
compliance to these requirements.

1. A  test 
certificate 
and  tests 
report  shall 
be  furnished 
from  a 
accredited 
test lab.

2. Test  agency 
shall  be  an 
ISO  17025 
accredited 
and  details 
of 
accreditation 
shall  be 
furnished.

8.0 Security Requirements:- Information

No Requirements specified

9.0 Various  requirements  of  the 
category/configuration of the product 
for testing

Information
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9.1 Minimum  Equipment’s  to  be  offered  for 
Type-
Approval

Information

9.1.1 Two number of  UTP to optical  converters 
shall be offered for Type approval

Information

CHAPTER 2

10.
0

Information for the procurer of 
product

Information

10.1 Installation Requirements: Information

10.1.1 All  necessary  interfaces,  connectors, 
connecting  cables  and  accessories 
required  for  satisfactory  installation  and 
convenient  operations  shall  be  supplied. 
Type of connectors,  adopters to be used 
shall be in conformity with the interfaces 
defined in this GR.

Information

10.1.2 It  shall  be ensured that  all  testers,  tools 
and support required for carrying out the 
stage by stage testing of  the equipment 
before final commissioning of the network 
shall  be  supplied  along  with  the 
equipment.

Information

10.1.3 All installation materials, consumables and 
spare parts to be supplied.

Information

10.1.4 All literature and instructions required for 
installation of the equipment, testing and 
bringing  it  to  service  shall  be  made 
available in English language.

Information

10.1.5 For the installations to be carried out by 
the  supplier,  the  time  frames  shall  be 
furnished  by  the  supplier  including  the 
important  milestones  of  the  installation 
process  well  before  commencing  the 
installations.

Information

10.
2

Documentation: Information

This  clause  describes  the  general 
requirements  for  documentation  to  be 
provided. All technical documents shall be 
in English language both in CDROM and in 
hard copy.

Information

10.2.1 The documents shall comprise of: Information

10.2.1.1 System description documents Information

10.2.1.2 Installation, Operation and 
Maintenance documents

Information

10.2.1.3 Training documents Information

10.2.1.4 Repair manual Information
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10.2.2 System  description  documents:  The 
following  system  description  documents 
shall be supplied along with the system.

Information

10.2.2.1 Over-all  system  specification  and 
description of hardware and software

Information

10.2.2.2 Cabling and wiring diagrams. Information

10.2.2.3 Detailed specification and description of all 
Input /
Output devices

Information

10.2.2.4 Adjustment procedures, if there are any 
field adjustable units.

Information

10.2.2.5 Spare  parts  catalogue  -  including 
information  on  individual  component 
values, tolerances, etc.
Enabling procurement from alternative 
sources.

Information

10.2.2.6 Detailed description of software describing 
the principles,  functions, and interactions 
with  hardware,  structure  of  the  program 
and data.

Information

10.2.2.7 Detailed  description  of  each  individual 
software  package  indicating  its  functions 
and its linkage with
the other packages, hardware, and data

Information

10.2.2.8 Graphical  description  of  the  system.  In 
addition  to  the  narrative  description  a 
functional description of the system using 
the functional Specification

Information

10.2.3 System  operation  documents:  The 
following  system  operation  documents 
shall be available.

Information

10.2.3.1 Installation manuals and testing 
procedures

Information

10.2.3.2 Precautions for installation, 
operations and maintenance

Information

10.2.3.3 Operating and Maintenance manual of the 
system

Information

10.2.3.4 Safety measures to be observed in 
handling the equipment

Information

10.2.3.5 Man-machine language manual Information

10.2.3.6 Fault  location  and  troubleshooting 
instructions including fault dictionary.

Information

10.2.3.7 Test  jigs  and  fixtures  required  and 
procedures  for  routine  maintenance, 
preventive maintenance and unit / card / 
sub-assembly replacement.

Information

10.2.3.8 Emergency  action  procedures  and  alarm 
dictionary.

Information
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10.2.4 Training Documents Information

10.2.4.1 Training  manuals  and  documents 
necessary  for  organizing  training  in 
installation,  operation  and  maintenance 
and repair  of  the  system shall  be  made 
available

Information

10.2.4.2 Any  provisional  document,  if  supplied, 
shall be clearly indicated. The updates of 
all  provisional  documents  shall  be 
provided immediately  following the issue 
of such updates

Information

10.2.4.3  The structure and scope of each document 
shall be clearly described

Information

10.2.4.4 The  documents  shall  be  well  structured 
with  detailed  cross-referencing  and 
indexing  enabling  easy  identification  of 
necessary information

Information

10.2.4.5  All diagrams, illustrations and tables shall 
be consistent with the relevant text

Information

10.2.5 Repair Manual Information

10.2.5.1 List of replaceable parts used Information

10.2.5.2 Detailed  ordering  information  for  all  the 
replaceable parts

Information

10.2.5.3 Procedure for trouble shooting and sub-
assembly replacement

Information

10.2.5.4 Test fixtures and accessories for repair Information

10.2.5.5 Systematic  trouble  shooting  charts  (fault 
tree) for all  the probable faults with their 
remedial actions

Information

10.
3

Tendering Authority Information:

The following information shall be specified 
by the purchaser while tendering the items

Information

10.3.1 Optical  wavelength  and  distance 
requirement as per clause 3.1.8 10

Information

10.3.2 Power supply requirements as per clause 
3.2.2

Information

10.3.3 Mounting arrangement as per clause 3.2.3 Information

10.3.4 Electrical interfaces as per clause 4.1 Information

10.3.5 Optical interfaces as per clause 4.2 Information

10.3.6 Optical connector requirement as per 
clause 4.2.1

Information

10.3.7 Installation requirements as per clause 
10.1

Information

10.3.8 Documentation requirements as per clause 
10.2

Information

11.0 Specific items to be mentioned in the Information
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certificate

The following information shall be specified 
in the certificate: Information

11.1 Make and Model Number Information

11.2 Wave length supported as per clause 3.1.8 
10

Information

11.3 Type  of  power  supply  supported  as  per 
clause 3.2.2

Information

11.4 Mounting arrangement as per clause 3.2.3 Information

11.5 Electrical Interface supported as per clause 
4.1

Information

11.6 Optical Interfaces supported as per clause 
4.2

Information

11.7 Optical interface connector as per clause 
4.2.1

Information

* Physical Check/Declaration/Documentation/ Report from Accredited test lab/ 
Functional verification / Information / Test No.
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I. TEST SETUP & PROCEDURES:

1. Test No.
2. Test Details Name and Other relevant details
3. Test 

Instrument
s Required

1. <Name>
2.

4. Test Setup

5. Test 
Procedure

Testing Steps may be written here…..
1. ………..
2. ………..
3. ………..

6. Test Limits (if any)
7. Expected 

Results
1. ………..<values>…………
2. ………..<values>…………
3.

Further Test Setup & Procedures may be added as per 
requirement
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J. SUMMARY OF TEST RESULTS
TEC Standard No. 
TEC Test Guide No. 
Equipment name &  Model No. 

Clause 
No.

Compliance
(Compiled /Not Compiled /Submitted/Not Submitted 

/Not Applicable )

Remarks / Test 
Report Annexure 
No.

[Add as per requirement]
Date: 
Place: Signature & Name of TEC testing 

Officer / 
       *  Signature of Applicant / Authorized 

Signatory

 Section J as given above is also to be submitted by the Applicant/ Authorised 
signatory as part of in-house test results along with Form-A. The Authorised 
signatory shall be the same as the one for Form ‘A’.

TEC 48081:2025 23

7-2/2024-IT/TEC/SRV I/3313941/2025



   

1  
  

  
 

टेस्ट गाइड संग्रह 

टीईसी ४८१६९:२०२४ 
 

Compendium of TEST GUIDE 
TEC 48169:2024 

 

 

 

 

Compendium of Test Guides of IT 
 
 
                         

 
 
 

 

 

 

 

 

 

 

 

 

 

    ISO 9001:2015 
 

दूरसंचार अभियांभिकी कें द्र 

खुर्शीदलाल िवन, जनपथ, नई भदल्ली–११०००१, िारत 

TELECOMMUNICATION ENGINEERING CENTRE 

KHURSHID LAL BHAWAN, JANPATH, NEW DELHI–110001, INDIA 

www.tec.gov.in   

 

 

 

 

 



2  
  

 

 

History Sheet  
  

  

S.No.  Name & Number Remarks  

1  Compendium of Tests  1st issue March 2014  

2.  Compendium of Tests  2nd issue September 2014  

3.  Compendium of Tests  3rd issue November 2014  

4.  Compendium of Tests  4th issue December 2014  

5.  Compendium of Tests  5th issue April 2015  

6.  Compendium of Tests  6th issue April 2016 after 

incorporation of detailed protocol 

tests as per RFC’s  

7. Compendium of Tests TEC 

48169:2024 

7th issue July 2024 after 

incorporating additional interfaces 

 

  



3  
  

Table of Contents  

No  Topic  Page No.  

  History Sheet  2  

  Tests    

1.   Test for 10/100/1000 Auto-negotiation Ethernet Interface  5 

2.   Test for the Availability of Service  5  

3.   Test for the Availability of Service (Devices without Ethernet Interface)  6  

4.   PRI/BRI / 2G/3G interface functional test  7  

5.   Test for Output Jitter  8  

6.   Test for Input Jitter Tolerance  11  

7.   Test for Output Pulse Mask for PDH/SDH interfaces  15  

8.   Test for Return Loss  23  

9.   Test for output frequency  25  

10.   Test for Ethernet Interface  26  

11.   Test for output Power [Mean Launch Power]  2 8 

12.   Wavelength/Spectrum / Extinction Ratio  36  

13.   Test for Receiver Sensitivity  37  

14.   Test for SDH Payload Measurements  44  

15.   Test for Bit Error rate [BER]  45  

16.   Test for Various Protocols  46  

17.   Test for Various Protocols using Wireshark  47  

18.   Test for the IP Protocol support for PSTN interface over IP  48  

19.   Test for Management Interface  49  

20.   Test for Clock Extraction  49  

21.   Test for NTP Server Synchronization support  50  

22.   xDSL Line Tests  51  

23.   Test for Loop Current (for 2 wire analog interface only)  52  

24.   Test for the DTMF support  53  

25.   Test for Return Loss (2 wire interface only)  54  

26.   Test for Insulation Resistance (2 wire interface only)  55  

27.   Test for Input Resistance  55  

28.   Test for Loudness Rating (SLR and RLR) (2 wire interface only)  56  

29.   Test for Side Tone Masking Rate (STMR) (2 wire interface only)  56  

30.   Test for Noise level (2 wire interface only)  57  

31.   Test for Minimum Longitudinal Loss  57  

32.   Test for Return Loss (ISDN PRI/E1R2 interface)  58  

33.   Test for Output Pulse Mask (ISDN PRI/E1R2 interface)  58  

34.   Test for support of Traffic report generation  59  

35.   Test for the ISDN PRI/BRI Protocols  60  

36.   Tests with connectivity over E1R2 Signaling  61 



4  
  

  
  

37.   Signaling test for connectivity by CCS7  68  

38.   Test for Eye pattern for Optical Interfaces  73  

39.   Test for Frequency Stability in Hold over mode  74  

40.   Test for Bit Slip measurement  75  

41.   Test for Junction Test  76  



5  
  

Test No.  1  

Test Details   Test for 10/100/1000 Auto-negotiation Ethernet Interface  

Test  

Instruments  

Required  

1. Laptop  

Test Setup  

 

Test Procedure  1. Set the Laptop Ethernet interface speed to 10Mbps and see whether the EUT 
is syncing with the Laptop. I.e. the Ethernet interface lamp of the Laptop shall 
glow.  

2. Repeat the above for 100Mbps  

3. Repeat the same for 1000Mbps [In case required]  

Expected Results  Enclose the Screen Capture Results   

 

Test No.  2  

Test Details   Test for the Availability of Service  

Test  

Instruments  

Required  

1. PC / Laptop – 2 Nos  

    

 
 

  

 

  

Test  

Procedure  

1. Connect the V.24 / V.35 /V.36/X.21/ E1 / E3 / DS-3 / STM-1 / STM-4/STM16/STM-
64/FE/GE/10G interface as the case may be as shown in the setup.  

2. Connect the PC/Laptop to the 10/100/1000Mbps LAN link as shown  

3. Configure the Interface IP of the EUT as well as the PC/Laptop  

4. Carry out the Ping test from PC/Laptop-1 to PC/Laptop-2 and see whether it is 
reachable as well as there are no packet drop  

5. Carry out file transfer from PC/Laptop-1 to PC/Laptop-2  

6. In case of Nx64, repeat the test at different speeds  

Expected 

Results  

Enclose the Ping Results  

  

EUT   Laptop   

EUT A 

  

EUT 

  

B 

  

Back to back simulated  
WAN Link 

  
  

V.24 / V.35/ X.21 / V.36  

PC/Laptop - 2   PC/Laptop - 1   

Ethernet  
linkLAN10/ 100/1 

000   Mbps   

Ping test / File Transfer  
using FTP between two  
end - point PCs thr ough  

routers A and B   

E1/E3/DS - /STM 3 - /STM 1 - 
4   /STM - /STM 16 -   64 

/FE/GE/10G
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Test No.  3  

Test Details   Test for the Availability of Service (Devices without Ethernet Interface)  

Test  

Instruments  

Required  

1. PC / Laptop – 2 Nos  

2. Router or Interface converter in case the EUT do not have the 10/100/1000 

Ethernet interface  

Test Setup   

 

  

Test  

Procedure  

 

 

 

 

 

 

 

1. Connect the EUT as shown in the setup.  

2. Connect the PC/Laptop to the 10/100/1000 Mbps LAN link as 

shown  

3. In case of V.24/V.36/V.37/ V.11/X.21 Interface, same may be 

connected to the PC/Laptop through a Router acting as 

interface converter.  

4. Configure the Interface IP of the HSL Driver if required, 
Routers as well as the PC/Laptop  

5. Carry out the Ping test from PC/Laptop-1 to PC/Laptop-2 
and see whether it is reachable as well as there are no 
packet drop 

6. Carry out file transfer from PC/Laptop-1 to PC/Laptop-2  
7. In case of Nx64, repeat the test at different speeds.  
8. Carry out Telnet check also.  

Expected 

Results  

Enclose the Results/screenshots  

   Router 
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Test No.  4   

Test Details   PRI/BRI / 2G/3G wave functional test   

Test  

Instruments  

Required  

1. PSTN / 2G/3G conne ctivity   

Test Setup  

 

  

 

 

 

  

Test  

Procedure  

1. Connect EUT A and EUT B through PSTN in case of PRI/BRI.   

2. Connect EUT A and EUT B through Mobile Network in case of 2G/3G. In 
such case EUT shall be equipped with 2G/3G interface cards along with SIM  

3. Test for Ping and File Transfer from EUT A to EUT B  

Expected 

Results  

Enclose the Ping Results   

  

    
  

  

EUT B 

  

ISDN PRI/BRI  
/ 2G/3G 

  

  

PSTN / Mobile  
Network   

Ping tes t / File Transfer  
using FTP   

EUT A   
  

ISDN PRI/BRI  
/ 2G/3G   
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Test No.  5  

Test Details   Test for Output Jitter  

Test  

Instruments  

Required  

1. PDH/SDH Performance Analyser or Jitter Tester  

Test Setup  

 
  

  

Test Limits   Limits for Output Jitter [Maximum Permissible Jitter at 

Output Interfaces] for PDH interfaces (64Kbps, 2, 34, 

45, 140Mbps)  

Refer Table 1/G.823  

 

Limits for Output Jitter [Maximum Permissible Jitter at 
Output Interfaces] for SDH interfaces (STM-1,  
STM-4, STM-16, STM-64)  

 

Refer Table 1/G.825  

 

 

Router (EUT)   
  

PDH/SDH Performance  
Analyzer / Jitter Tester   

PDH/SDH Interface in loopback mode Rx   

Tx   Rx   

Tx   
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Standards 

Reference  

Table 1/G.823  

 
   

  



10  
  

 Table 1/G.825  

  

 
Test  

Procedure  

1. Connect the setup as shown in the figure.  

2. Measure the output jitter on the connected PDH/SDH interface  

3. Verify whether the output jitter is within the tolerance limits as specified in 
the relevant ITU specifications as indicated above.  

4. Enclose the test results  

Expected 

Results  

Enclose the Test Results   
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Test No.  6  

Test Details   Test for Input Jitter Tolerance  

Test  

Instrument 

s Required  

1. PDH/SDH Performance analyser with POS capability for SDH and Packet 

Payload Capability for PDH  

Test Setup  

PDH/SDH Interface in loopback mode  
 Router  PDH/SDH Performance  

(EUT)  Rx Port-1  Tx                               Analyzer / Jitter Tester 

                                                                                                      with Packet Payload  
generation Capability  

 Tx Port-2  Rx  

  

Test Limits    

  

64 Kbps co-directional interface input 

jitter and wander tolerance limit  

Refer Figure 12/G.823   

2048 Kbps input jitter and wander 

tolerance limit  

Refer Figure 13/G.823  

34.368 Mbps input jitter and wander 

tolerance limit  

Refer Figure 15/G.823  

44.736 Mbps input jitter and wander 

tolerance limit  

Refer Figure 9/G.824  

STM-1e Jitter Tolerance Requirement 

for 2048Kbps Networks  

Refer Figure 2/G.825  

STM-4 Jitter Tolerance Requirement  Refer Figure 3/G.825  

STM-16 Jitter Tolerance Requirement  Refer Figure 4/G.825  

STM-64 Jitter Tolerance Requirement  Refer Figure 5/G.825  

Standards 

reference  

Figure 12/G.823  

 
Figure 13/G.823  
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Figure 15/G.823  

  
Figure 9/G.824  
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 Figure 2/G.825  

  
  

  

  

Figure 3/G.825  

  
Figure 4/G.825  
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Figure 5/G.825  

  
Test  

Procedure  

1. Connect the setup as shown in the figure.   

2. Configure the Router with Port-1 as IP-1 and Port-2 as IP-2  

3. Configure the POS in the SDH analyser with Source Address as IP-1 and 
destination address as IP-2  

4. Configure Router-A for Static routing the packets  

5. SDH Analyser shall introduce Jitter over the generated packets with PRBS 
pattern as per G.825  

6. Measure the Jitter tolerance as per the Mask and Range of frequencies  

7. Take a plot of the Jitter tolerance along with the Mask  

Expected 

Results  

Enclose the Test Results   
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Test No.  7  

Test Details   Test for Output Pulse Mask for PDH/SDH interfaces  

Test  

Instruments  

Required  

1. Digital Communication Analyser OR Digital Storage Oscilloscope  

Test Setup  

 

  

Test Limits  Limits for Pulse shape & characteristics 

for 64Kbps co-directional interface  

Refer Table-1 and Figure-5 G.703  

Limits for Pulse shape & characteristics 

for 2048kbps (E1) interface  

Refer Table-7 and Figure-15 G.703  

Limits for Pulse shape & characteristics 

for 34Mbps interface  

Refer Table-9 and Figure-17 G.703  

Limits for Pulse shape & characteristics 

for 44.736Mbps (DS3) Interface  

Refer Table-6 and Figure-14 G.703  

STM-1  Refer Table-12 and Figure-22,23 G.703  

  

Standards 

reference  

Table-1 and Figure-5 G.703  

  
  

 

64 /E1/E3/DS3/STM - 1   

EUT   
  

Digital Communication  
Analyzer   
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 Table-7 and Figure-15 G.703  
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 Table-9 and Figure-17 G.703  
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S 

 Table-6 and Figure-14 G.703  
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21  
  

 Table-12 and Figure-22,23 G.703  
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Test  

Procedure  

1. Connect the EUT as shown in the figure.  

2. Enable the Port if required.  

3. See whether the output pulse is within the mask/limits as indicated above.  

Expected 

Results  

Enclose the Test Results with the Pulse shape & the Pulse Mask  
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Test No.  8  

Test Details   Test for Return Loss  (This test is applicable to 64Kbps / 2048Kbps / 

34Mbps/45Mbps/STM-1 interfaces)  

Test  

Instruments  

Required  

1. Network Analyser  for PDH/SDH Interfaces  

2. Vector Network Analyser with Balun to convert to differential voltage  OR 

Signal Generator, Storage Oscilloscope & Return Loss Bridge    

Test Setup  

 

  

OR  

 

  

Test Limits    

  

Minimum Return loss limits at input 

port for 64Kbps co-directional 

interface  

Refer clause 4.2.1.3 of G.703   

Minimum Return loss limits at output 

port for 64Kbps co-directional 

interface  

Refer clause 4.2.1.2 of G.703  

Minimum Return loss limits at input 

port for 2048 kbps (E1) interface  

Refer clause 9.3 of G.703  

Minimum Return loss limits at output 

port for 2048 kbps (E1) interface  

Refer clause 9.2 of G.703  

Minimum Return loss limits at input 

port for 34Mbps interface  

Refer clause 11.3 of G.703  

Minimum Return loss limits at output 

port for 34Mbps interface  

Refer clause 11.2 of G.703  

Minimum Return loss limits at input 

port for STM-1 interface  

≥15 dB over frequency range 8 MHz to  
240 MHz  

Minimum Return loss limits at output 

port for STM-1 interface  

≥15 dB over frequency range 8 MHz to  
240 MHz  

Standards 

Reference  

clause 4.2.1.3 of G.703  

  
  

clause 4.2.1.2 of G.703  

EUT   

Signal Generator   
  

Storage Oscilloscope   
  

R/L Bridge   
  

E1/DS3/STM - 1  or  
10 /100/1000 Interface    
Rx   EUT   

  

Network Analyzer   
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clause 9.3 of G.703  

  
clause 9.2 of G.703  

  
clause 11.3 of G.703  

  
clause 11.2 of G.703  

  
Test  

Procedure  

1. Connect the Setup as shown in the figure.  

2. Measure the input port return loss using the Network Analyser  

3. Check whether the Return Loss is within the specified limits  

Expected 

Results  

Enclose the Test Results   

  

    

  

  



25  
  

Test No.  9  

Test Details   Test for Output Frequency  

Test Instruments 

Required  

1. Frequency Meter  

Test Setup  

 

  

Test Limits  

  

64Kbps  ±100 ppm  

2048Kbps  ±50 ppm  

Test Procedure  1. Connect the test setup as shown in figure using a suitable cable wired to 
the 64/2048Kbps interface  

2. Measure the Output Frequency using the Frequency Meter  

Expected Results  Enclose the Test Results  

    

  

Suitable Cable wi red to 64 /  
2048  Kbps Interface   Converter  

( EUT )   
  

Frequency  
Meter   
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Test No.  10  

Test Details   Test for 

1.  

 Ethernet Interface  

Differential output voltage  

 2.  AC Differential input impedance  

 3.  Output Jitter  

Test  

Instruments  

Required  

1. 2.  

3.  

Digital Storage Oscilloscope  

Ethernet parameters measurement test Jig/Fixture  

Signal generator  

Test Setup  

 

  

Digital  
Storage  

Oscilloscope   

  

Test Limits  Differential output voltage, loaded 

10Base-T  

Refer 14.3.1.2.1of IEEE802.3 Section1 

Differential output voltage  

Differential output voltage, 100Base-T  Refer 23.5.1.2.1 of IEEE802.3 Section2 

Peak differential output voltage  

Differential output voltage, loaded 

1000Base-T  

Refer 40.6.1.2.1 of IEEE802.3 Section3 

Peak differential output voltage  

Differential input impedance - 10BaseT  Refer 14.3.1.3.4 of IEEE802.3 Section- 

1AC differential input impedance  

Receiver  differential input impedance - 

100Base-T  

Refer 23.5.1.3.3 of IEEE802.3 Section- 

2 Receiver differential input  

impedance  

10Base-T Output timing Jitter  Refer 14.3.1.2.3of IEEE802.3 Section 3 

Output timing jitter  

100base-T Output timing Jitter  Refer 23.5.1.2.5 of IEEE802.3 Section 3 

Output timing jitter  

1000Base-T Transmitter output Jitter  Refer 40.6.1.2.6 of IEEE802.3 Section 3 

Transmitter Timing Jitter  

  

Test  

Procedure  

1. Connect the test setup as shown in figure to the 10/100/1000Base-T interface  

2. The test Jig / Fixture is an electronics hardware attached to the oscilloscope / 

Network analyser for the measurement of Ethernet parameters  

3. Measure the Ethernet parameters  

Expected 

Results  

Enclose the Test Results  

10 /100/1000  
Interface   EUT   Test Jig /  

Fixture   

Signal  
Generator   
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Note:  1. Tests can be conducted under one of the following options  

a. Test facility in TEC if available.   

b. Any Test Location in India including the premises of the 

trader/manufacturer of the product approved by RTEC where the Test 

facility is available for testing by RTEC.  

 2. In case it is not possible to carry out the tests as above, the test results from 
any one of the following options can be accepted. RTEC shall verify whether 
the test results are within the prescribed limits.  

a. Results from any Indian/Foreign lab accredited as per ISO 17025 and 
having Ethernet Physical interface testing included in the scope of 
accreditation  

b. In house test results of the Equipment Under Test (EUT) in case of  

Foreign OEM   

c. In house test results of the Ethernet chipsets used in the EUT, from the OEM 
of the Ethernet chipset. The physical availability of the Ethernet Chipset in 
the EUT shall be verified by the RTEC. The following remark shall be 
indicated in the TAC.   
“The chipset number/code of the Ethernet chipset used in the equipment 

offered for testing: ………………..”  
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Test No.  11  

Test Details   Test for output Power [Mean Launch Power]  

Test  

Instruments  

Required  

1. Optical Power Meter  

Test Setup  

 

  

  

Test Limits    

STM-1 Short Haul / Long 

Haul  

Refer Table-2/G.957  

STM-4 Short Haul / Long 

Haul  

Refer Table-3/G.957  

STM-16 Short Haul / Long 

Haul  

Refer Table-4/G.957  

FE Short Haul/Long Haul 

(100BASE-FX/SX/LX)  

Refer IEEE 802.3u  

GE Short Haul (1000BASE-

SX)  

Refer clause 38.3.1 Transmitter optical 

specifications of IEEE 802.3 2008 Section-3  

GE Long Haul (1000BASE-

LX)  

Refer clause 38.4.1 Transmitter optical 

specifications of IEEE 802.3 2008 Section-3  

10 GE Short Haul/Long Haul  

(10G-SR/LR/ER)  

Refer table 52-7 for SR, 52-12 for LR and 52-16 

for ER of IEEE 802.3ae specifications  

40 GE (SR4/LR4)  Refer Table 86-6 for SR4 and 87-7 for LR4 of IEEE 

802.3ba specifications  

100 GE (SR10/LR4/ER4)  Refer Table 86-6 for SR10, 88-7 for LR4/ER4 of 

IEEE 802.3ba specifications  

25 GE (SR/LR/ER) 

 

Refer Annexure H in Annexure to ER document 

available in 

https://www.mtcte.tec.gov.in/annexures 

50 GE (SR/LR/ER/FR) 

 

Refer Annexure H in Annexure to ER document 

available in 

https://www.mtcte.tec.gov.in/annexures 

200 GE (SR4/LR4/DR4/FR4) 

 

Refer Annexure H in Annexure to ER document 

available in 

https://www.mtcte.tec.gov.in/annexures 

400 GE (SR8/LR8/DR4/FR8) 

 

Refer Annexure H in Annexure to ER document 

available in 

https://www.mtcte.tec.gov.in/annexures 
 

 

 

EUT   
  

Power  
Meter   

Optical Interface   

Tx   Rx   
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Standards 

Reference  

Table-2/G.957  

  
Table-3/G.957  

 
    

  



30  
  

 

  Table-4/G.957  
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  Clause 38.3.1 Transmitter optical specifications of IEEE 802.3 2008 Section-3  

  
Clause 38.4.1 Transmitter optical specifications of IEEE 802.3 2008 Section-3  
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  Table 52-7 for SRof IEEE 802.3ae specifications  

  
Table 52-12 for LR of IEEE 802.3ae specifications  
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 Table 52-16 for ER of IEEE 802.3ae specifications  

  
Table 86-6 for SR4/SR10 of IEEE 802.3ba specifications  
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  Table 87-7 for LR4 of IEEE 802.3ba specifications  
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  Table 88-7 for LR4/ER4 of IEEE 802.3ba specifications  

  
Test  

Procedure  

1. Connect the Setup as shown in the figure.  

2. Enable the output Optical Port  

3. Measure the optical output power  

4. Check whether the output power is within the specification limits  

Expected 

Results  

Enclose the Test Results   
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Test No.  12  

Test Details   Wavelength/Spectrum / Extinction Ratio  

Test  

Instruments  

Required  

1. Optical Spectrum Analyser or Digital Communication Analyser  

Test Setup  

 

Test Limits  

  

STM-1 Short Haul / Long Haul  Refer Table-2/G.957   

STM-4 Short Haul / Long Haul  Refer Table-3/G.957  

STM-16 Short Haul / Long Haul  Refer Table-4/G.957  

FE Short Haul/Long Haul 

(100BASE-FX/SX/LX)  

Refer IEEE 802.3u  

GE Short Haul (1000BASE-SX)  Refer clause 38.3.1 Transmitter optical 

specifications of IEEE 802.3 2008 Section-3  

GE Long Haul (1000BASE-LX)  Refer clause 38.4.1 Transmitter optical 

specifications of IEEE 802.3 2008 Section-3  

10 GE Short Haul/Long Haul  

(10G-SR/LR/ER)  

Refer table 52-7 for SR, 52-12 for LR and 52-16 for 

ER of IEEE 802.3ae specifications  

40 GE (SR4/LR4)  Refer Table 86-6 for SR4 and 87-7 for LR of IEEE 

802.3ba specifications  

100 GE (SR10/LR4/ER4)  Refer Table 86-6 for SR10, 88-7 for LR4/ER4 of IEEE 

802.3ba specifications  

25 GE (SR/LR/ER) 

 

Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

50 GE (SR/LR/ER/FR) 

 

Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

200 GE (SR4/LR4/DR4/FR4) Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

400 GE (SR8/LR8/DR4/FR8) 

 

Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

Standards 

Reference  

Refer the Standards Reference in Test 11  

Test  

Procedure  

1. Connect the Setup as shown in the figure.  

2. Enable the output Optical Port  

3. Measure the Wavelength/Spectrum / Extinction Ratio  

4. Check whether the Wavelength/Spectrum / Extinction Ratio is within the 

specification limits  

  

Optical Spectrum Analyzer /  
Digital Communica tion  

Analyzer   
EUT   

Optical Interface   

Tx   Rx   
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Expected 

Results  

Enclose the Test Results   
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Test No.  13  

Test Details   Test for Receiver Sensitivity  

Test Instruments 

Required  

1. Optical Attenuator  

Test Setup  

 

 

  

Test Limits  

  

STM-1 Short Haul / Long Haul  Refer Table-2/G.957 (Given under Test-11)  

STM-4 Short Haul / Long Haul  Refer Table-3/G.957 (Given under Test-11)  

STM-16 Short Haul / Long Haul  Refer Table-4/G.957 (Given under Test-11)  

FE Short Haul/Long Haul 

(100BASE-FX/SX/LX)  

Refer IEEE 802.3u  

GE Short Haul (1000BASE-SX)  Refer clause 38.3.2 Receiver optical specifications of 

IEEE 802.3 2008 Section-3  

GE Long Haul (1000BASE-LX)  Refer clause 38.4.2 Receiver optical specifications of 

IEEE 802.3 2008 Section-3  

10 GE Short Haul/Long Haul  

(10G-SR/LR/ER)  

Refer table 52-9 for SR, 52-13 for LR and 52-17 for 

ER of IEEE 802.3ae specifications  

40 GE (SR4/LR4)  Refer Table 86-8 for SR4 and 87-8 for LR4 of IEEE 

802.3ba specifications  

100 GE (SR100/LR4/ER4)  Refer Table 86-8 for SR100, 88-8 for LR4/ER4 of IEEE 

802.3ba specifications  

 

25 GE (SR/LR/ER) 

 

Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

50 GE (SR/LR/ER/FR) 

 

Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

200 GE (SR4/LR4/DR4/FR4) Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

400 GE (SR8/LR8/DR4/FR8) 

 

Refer Annexure H in Annexure to ER document 

available in  

https://www.mtcte.tec.gov.in/annexures 

EUT  –   A    
  

Optical  
Power  

Attenuator   

Optical Interface   

Tx   Rx   

EUT  –   B    
  

Optical Interface   
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Standards 

Reference  

Clause 38.3.2 Receiver optical specifications of IEEE 802.3 2008 Section-3  

 
   Clause 38.4.2 Receiver optical specifications of IEEE 802.3 2008 Section-3  

         




















































































